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QUESTIONNAIRE Oil well parameters
Information will be used to provide a technical proposal 
for electric cable heating of tubing and solution for downhole area heating

	1. 
	Field
	

	2. 
	Well name
	

	3. 
	Formation
	

	4. 
	Drill stem test (DST)
	

	Well construction:

	5. 
	Power supply voltage at the well (V / Hz, number of phases)
	

	6. 
	Available supply power at the well
	

	7. 
	Pump type and power connection parameters. (V / Hz / W / number of phases).
	

	8. 
	Depth of descent of the pump, m.
	

	9. 
	General information about the well - (vertical / inclined / horizontal and operating / exploratory / planned).
	

	10. 
	Depth of the well.
	

	11. 
	Length of pump installation with tubing.
	

	12. 
	Tubing - size, internal diameter, thread, material, class, weight.
	

	13. 
	Presence and size of the return connecting flange of the wellhead armature with two cable entries (drawing X-mass tree).
	

	14. 
	Casing size, inner diameter.
	

	15. 
	The depth of the perforation is from ___ to ___ m.
	

	Parameters of the well, formation, oil:

	16. 
	Gradient of the well temperature.
	

	17. 
	Temperature of the formation in the perforation zone.
	

	18. 
	The temperature of the beginning of crystallization ARDP.
	

	19. 
	Is chemical treatment used?
	

	20. 
	Paraffin (+/-).
	

	21. 
	Viscosity of oil at the wellhead (cP).
	

	22. 
	Viscosity of oil at the downhole (cP).
	

	23. 
	Density of oil, (oAPI) / (kg / dm3).
	

	24. 
	Content of chlorides,%.
	

	25. 
	Content of mechanical impurities,%.
	

	26. 
	Watercut,%.
	

	27. 
	CO2 content.
	

	28. 
	H2S content.
	

	29. 
	Aromatic substances (fluid analysis),%.
	

	30. 
	Gas factor, m3 / m3
	

	31. 
	Pressure on the wellhead.
	

	32. 
	Pressure in the downhole area.
	

	33. 
	Out of the tube pressure, bar.
	

	34. 
	Linear pressure, bar.
	

	35. 
	Dynamic level, m.
	

	36. 
	Temperature at the pump intake.
	

	37. 
	The daily production rate of the well (debit).
	

	Technical information:

	38. 
	Required oil temperature (mixture) at the well exit (if any).
	

	39. 
	Is there a valve on the X-mas tree for passing gases from the pipe column in the well?
	

	40. 
	Connection size for fixing downhole heater below the pump when using ESP, sucker rod.
	

	Contacts & contact person

	41. 
	Organization
	

	42. 
	Contact person
	

	43. 
	[bookmark: _GoBack]Telephone number & e-mail
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